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I. INTRODUCTION

Background

At present, the majority of knowledge regarding rotating

sta1l cells, as well as models used to predict rotating stll

operation, has been obtained from low-speed, low-pressure-

rise, l-to-5-stage compressnr experimental data. Only since

1986 have data beeni acquired from high-speed, high-pressure-

ratio, multistage compressors operating in rotating stall.

During the time of February through May 1987, a 10-stage,

high-speed, axial-flow compressor test program was

accomplished in the Wright-Patterson Air Force Base, Aero

Propulsion and Power Laboratory, Compressor Research Facility

(CRF). The CRF has the ability to accurately measure and

record steady-state and transient experimental data from full

scale, multistage fans and compressors.

Details of t.ie CRF test program, test results, and data

analysis were presented by Copenhaver [1]. The CRF test has

provided a large experimental data base from which much is

being learned about high-speed, multistage compressors

operating in rotating stall. The purpose of this research

effort is to follow up and analyze in greater detail some of

the results and theories presented by Copenhaver.



Off-Design Operedion

Compressors are designed to operate at a design point

specified by a mass flow, pressure ratio, and efficiency.

However, there are many instances when the compressor must

operate at conditions other than those set as the design

point. Engine starting, idling, reduced power, maximum power,

acceleration and deceleration are a few examples [2]. With

the introduction of thrust vectoring and the ability of

military aircraft to perform high-angle-of-attack maneuvers,

the amount and severity of off-design operation encountered by

compressors is greatly increasing. For this reason, the

ability to understand and predict the off-design performance

associated with axial-flow compressors has become a key factor

in the research and development of modern-day and next-

generation aircraft gas turbine engines.

The operating region of a compressor is bounded on the

high-flow end by blade passage choking and on the low-flow end

by blade and/or endwall stalling. Figure 1 shows this

operating region on a typical compressor map. When a

compressor is operating in this region the flow is essentially

steady and axisymmetric on the scale of the circumference. If

for a given rotational speed the flow is reduced below that

defined by the stall line, the flow becomes unsteady and may

also be non-axisymmetric.

2
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Surge and Rotating Stall

When the flow rate for a compressor drops below the stall

line, two types of flow instability may occur: surge and

rotating stall. Surge usually occurs at higher speeds and is

characterized by large amplitude planar oscillations in .ss

flow and pressure rise. Surge is cyclic in nature and may be

accompanied by reverse flow. During surge cycles, the

compressor transiently operates near the unstalled, in-stall,

and possibly the reverse flow characteristics as shown in Fig.

2.

Rotating stall results from stall in blade passages and

is characterized by zones of stalled flow propagating in the

direction of compressor rotation. These zones are referred to

as rotating stall cells, and may vary in number and in size

radially from root to tip (part span or full span stall) and

circumferentially around the compressor annulus. Reverse flow

may also be present within the stall cell. After rotating

stall inception, the compressor operates along a quasi-steady

in-stall characteristic as explained in Fig. 3. Because blade

passages are stalled, the pressure rise through the compressor

is significantly reduced. In many cases, the reduced pe

rformance conditions are not sufficient to produce self-

sustained engine operation.

Both surge and rotating stall are undesirable from the

standpoint of engine oparation and engine fatigue. These

4
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instabilities result in a reduced flow rate and pressure rise,

a drop in efficiency, low engine thrust, elevated turbine

temperatures, and high blade stress levels.

When operating at or very near the stall line, a small

flow perturbation may result in the inception of rotating

stall or surge. Since the effects of rotating stall and surge

can lead to a severe performance reduction of the entire

engine, a margin must be established between the design

operating point and the stall line. Stall margin is the

measure of the operating range between the design point and

the stall point. This stall margin increases the operating

range by allowing the compressor to react to moderate inlet

distortions and flow instabilities without progressing into

rotating stall or surge. For a given compressor, the

tradeoffs for increased stall margin, as seen from Fig. 4,
J

-include lower operating line conditions and ultimately a

decrease in thrust and specific fuel consumption. Due to

these factors, there is a limit to how much stall margin a

compressor can have.

Recoverability

Even with a todays moderate stall margins of 15 to 25

percent, off-design operation in a high performance compressor

will at times produce surge or rotating stall. The ability to

recover from these instabilities, once encountered, is

critical. Recoverability is the ability of the compressor to

7
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return to steady-state unstailed operation after the

instability-causing mechanism is removed.

Durinq part of a surge cycle, the compressor operates

transiently along its unstalled characteristic (see Fig. 2).

Consequently, if the cause of surge is removed during the

cycle, the compressor will recover. From a recoverability

criteria, surge is desired over rotating stall.

When a compressor is expe2 iencing rotating stall, it

operates on its in-stall quasi-steady characteristic. Once

the rotating-stall-causing perturbation is removed, the

compressor will still operate and must recover along its in-

stall characteristic. Recovery from rotating stall may be

characterized by in-stall hysteresis; that is, recovery may

require a greater mass flow than that value at stall

inception. In extreme cases, engine throttle response is

nsufficient to cause recovery. For this condition, rotating

stall is also known as "nonrecoverable", "hung", or

"stagnation" stall and the engine must be shut down and

restarted to clear from rotating stall operation.

As defined by Copenhaver [3] and shown in Fig. 3, in-

stall hysteresis is the increase in mass flow coefficient

needed to move from the initial in-stall operating point to

the near-recovery point. The smaller the hysteresis, the

asiez and qu-icker the compressoi cani recover.

9



Purpose of This Research Effort

The need to develop engine and compressor models that can

simulate off-design operation has directly resulted in the

need to understand and predict a compressor's in-stall

characteristic. Models that are dependent on stage

characteristics to determine blade forcez such ac those

developed by Davis [4], are very useful in the design and

analysis of todays compressors [5).

As mentioned at the beginning of this section, the

purpose of this research effort is to analyze in detail some

of the results and theories presented by Copenhaver in (1].

In particular, this report will offer additional insights into

the effects of discharge throttle levels and variable vane

changes on rotating stall cells, and correlate these changes

to compressor in-stall stage operation.

Through an increased understanding of rotating stall

cells, thereby enhancing the prediction capabilities of

analytical tools, it will be possible to design

compressors/engines that are less susceptible to severe flow

instabilities and more recoverable from those instabilities if

they are encountered.

Plan of Development

Before data from the CRF compressor test are presented

and analyzed, some background information from previous tests

and rotating stall theories will be presented in a literature

10



review. Next, the test facilities and test article used will

be described, followed by an in-depth explanation of the CRF

compressor instrumentation and data acquisition methods.

Finally, after the results of the report have been presented

and reviewed, conclusions and suggestions for future

investigations will be given.

11



II. LITERATURE REVIEW

This literature review will describe some of the ideas

previously presented in the study of rotating stall phenomena.

In particular, it will show the progression of theories and

models concerning stall cell and in-stall characteristic

behavior.

Mechanism of rotating stall.

The mechanisms of rotating stall inception and

propagation were first explained by Emmons [6] in 1955 and may

be summarized as follows. Consider a row of compressor blades

operating at a high angle of attack as shown in Fig. 5. If a

transient disturbance causes an increased angle of attack on

blade 2 causing it to stall, flow will separate on the suction

side. The result is a decrease in flow area between blades 1

and 2 which increases the angle of attack on blade I and

decreases the angle of attack on blade 3. The increased angle

of attack on blade 1 causes it to stall, and the decreased

angle of attack on blade 3 inhibits it from stalling. As the

action repeats itself, the stall will propagate along the

blade row in the direction shown. If the stall-causing

disturbance is strong and persists, the propagation can become

a fully developed rotating stall cell.

12
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Low-Speed Test Compressors

The majority of the tests conducted in the past have

usedlow-speed, low-pressure-rise compressors. This was

primarily due to the complexity, expense, and power

requirements necessary to test high-speed, multistage

compressors.

Stall cell details from earlv experiments. Until 1977,

most research efforts on rotating stall focused on predicting

stall inception and propagation speed of rotating stall. This

was primarily motivated by blade failures from resonant

response to the stall cell propagation frequency. Some

efforts were made to model the stall cell by Stenning and

Kriebel [7], and Fabri [P] . They modeled the stall cell as a

passive region of fluid which extended through the blade row

like the wake of a bluff body.

Day and Cumpsty [9] were some of the first to use a high-

response instrumentation and data acquisition system to obtain

measurements within the 3tall cell itself. They also used a

rig that could test builds from an isolated rotor to 1-4

stages and different aerodynamic designs. Many interesting

results were provided by their work; however, only those

relevant to this report will be iti.uned here.

Day and Cumpsty established that the stall cell extended

axially through the compressor and was an active 3-dimensional

flow rather than a passive r'=gion. From the existen(:e of hig7h

14



tangential velocities ahead of each rotor throughout the stall

cell, Day and Cumpsty proposed that the unstalled flow crossed

from one side of the cell to the other. Although small

compared to the tangential velocities, both positive and

negative axial flows were measured in the stall cell. They

also reported that the total-to-static pressure rise per stage

was independent of blade design and constant for all the

builds tested. This finding would be an assumption used in

many models to follow.

Parallel compressor theory. Results from Day and Cumpsty

led to the adaption of the parallel compressor theory to

rotating stall analysis. Pearson (103 developed the parallel

compressor concept in 1963 to model circumferential

distortion. His theory divided the distorted compressor into

separate sections working in parallel with each other. The

theory was based on the following assumptions: all compressor

sections discharged to the same static pressure, there was no

fluid flow across parallel sections, and each section operated

on its own unique point of the performance characteristic.

Parallel stall cell model. In 1978, Day, Greitzer, and

Cumpsty [11] developed a model of the stalled flow in axial

compressors. Their review of experimental data showed that

both the stalled and unstalled flow exited at the same average

static pressure. Following the parallel compressor theory,

Day, Greitzer, and Cumpsty modeled the compressor as two

15



separate compressors: one stalled and one unstalled. Based on

results from [9], they assumed that the total-to-static

pressure rise was the same in the stall cell and the unstalled

region. From their experiments, Day, Greitzer, and Cumpsty

found that the pressure rise in the stall cell was close to

the overall total-4-o-static pressure rise of the compressor at

the shut-off throttle setting. Based on this observation, it

was concluded that the compressor shut-off pressure rise

determined the overall pressure rise delivered by the

compressor during rotating stall operation as shown in Fig. 6.

Further observation showed that the circumferential

extent of the stall cell (blockage) was an important parameter

when correlating in-stall performance and recovery. In doing

some recovery studies, Day, Greitzer, and Cumpsty found that

increasing the design flow coefficient and/or the number of

stages increased the amount of hysteresis.

More stall cell details. Additional studies were done by

Das and Jaing (12] in 1983 on a 3-stage, low-speed compressor

equipped with 3-hole cylindrical pressure probes. They showed

that the high tangential velocities were present in the

stalled area ahead of the rotor except near the qtall cell

edges. Behind the rotor, the tangential velocities were much

lower in the center of the stall cell and actuaily could be in

the opposite direction from the flow ahead of the rotors. The

results of Das and Jaing did not support the ideas presented

16
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in [9] that the unstalled flow tangentially crossed the stall

cell, but did show the existence of some mass transport at the

stall cell boundaries which they attributed to centrifugal

effects. Also the existence of the stall cell did have an

effect on the unstalled flow. These two findings did not

support the assumption made in the parallel compressor theory

that there was no fluid flow across parallel sections.

Another important observation made was that although the

stalled flow was similar in nature in each stage, there were

axial variations in flow velocities and pressures. This

resulted in a more active stall cell from the front to rear

stages of the compressor. The in-stall pressure

characteristics measured by Das and Jaing were nearly constant

(a slight positive slope) which was consistent with the other

works reviewed previously.

Control volume model. One of the most recent and complex

rotating stall models was the control volume approach

developed by Koff, Davis, and Greitzer [13] in 1987. This was

an extension of the parallel compressor theory using four

sections (control volumes) instead of two. Figure 7 shows the

four control volumes as fully stalled flow, fully unstalled

flow, a leading edge transition zone, and a trailing edge

transition zone. Koff, Davis, and Greitzer based their

transition zones on axial velocity profiles obtained from

references 9,12, and 14. From these data, they proposed that

18
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the large change in axial flow between the stalled and

unstalled regions was concentrated in the two transition

zones.

After developing and validating their model, Koff, Davis,

and Greitzer found that the transition regions were important

in determining the pressure rise of the compressor during

rotating stall operation. This conclusion was very

significant because it was previously believed that the

average pressure rise of the stalled and unstalled sections

set the performance of the compressor. The authors found that

the slope and magnitude of the in-stall characteristic varied

with the ratio of trailing to leading edge transition zone

size and the average transition zone size. Studies on

recovery showed that a higher pressure rise and positively

sloped in-stall characteristic lead to a more recoverable

compressor.

High-Speed Test Compressors

Interaction effects. In 1965 Benser [15] reported some

qualitative studies made from a hypothetical 12-stage

compressor. Benser used a stage-stacking model with stage

performance characteristics assumed to be those obtained from

single stage compressors. One set of characteristics used is

shown in Fig. 8 which also shows the nature of progressive and

abrupt rotating stall inception. The purpose of his study was

to evaluate stage interaction effects by modifying the assumed
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performance curves. Benser attributed these effects to two

main sources: radial maldistribution of flow due to off-design

performance, and circumferential maldistribution of flow or

unsteady flow due to rotating stall.

Benser concluded that unsteady flow resulting from

part or full-span rotating stall in the inlet stages was

partly responsible for multi-valued overall performance curves

and low part-speed efficiencies found in multistage

compressors. A multi-value characteristic means that for a

given flow coefficient, the compressor can operate at one

pressure rise if it was stalled, or another pressure rise if

it was unstalled. Benser also stated that stages with

continuous progressive stall characteristics at their stall

point (see Fig. 8) resulted in higher part-speed efficiencies

and less susceptibility to full-span rotating stall. Benser

stated that the qualitative nature of his analysis was

necessary because of the difficulty of obtaining experimental

stage characteristics for his model. Now that the technology

exists to obtain those characteristics, many of his ideas are

gaining further support.

3-stage compressor. One of the early experimental

studies of in-stall characteristics on high speed machines was

done in 1985 by Small and Lewis [14] on a 3-stage, axial-flow

research rig. They reported large throttle hysteresis and

reverse flow during rotating stall operation as had been
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observed in low-speed machines. Small and Lewis showed that

the overall-in-stall characteristics were flat but varied with

the speed of the compressor. The variation of in-stall

characteristics had not been observed in the low-speed

mmchines.

10-stage E3 compressor. In 1986 Hosny and Steenken [16]

presented results from a high-speed, high-pressure-ratio, 10-

stage test article known as the Energy Efficient Engine (E3)

Compressor. One result of this effort was the affirmation

that there are many differences between the in-stall operation

of low-speed, low-pressure-rise, and high-speed, high-

pressure-rise compressors. The E3 compressor's overall in-

stall characteristics were flat at lower speeds and increased

in slope at higher speeds. Contrary to models based on low-

speed machines, Hosny and Steenken showed that the pressure

rise in the unstalled and stalled portions of the compressor

were not equal.

Another observation not found in previous tests was that

the stall cell did not extend through all ten stages but was

confined to the rear of the compressor. They found that for

a given speed, the stall cell size varied with the flow

coefficient. The IGV's and first four stators of the E3

comrressor were variable. A change in the vane schedule did

not affect the overall in-stall pressure characteristic or the

recovery point.
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CRF 10-stage compressor. An even more detailed research

effort was presented by Copenhaver [3] in 1989. He offered

results from a high-speed, 10-stage compressor tested

extensively in stall. Similar to the E3 compressor,

Copenhaver found that the overall iii-stall pressuire rise

varied with shaft speed and the stall cell was located in the

rear half of the compressor. High in-stall hysteresis levels

were reported for the CRF compressor and recovery blockage

levels were found to be as low as 17 percent of compressor

annulus area compared to 30 percent observed in the other low

and high-speed compressors presented in this review.

What was unique about Copenhaver's effort was the

acquisition of inlet, exit, and all ten stage characteristics

for a variety of speeds and variable geometry settings. A

stage by stage analysis by Copenhaver showed that with the

exception of stages 2 and 3, the in-stall pressure

characteristics plotted as pressure coefficient versus flow

coefficient did not vary with shaft speed. Opening the IGV's

and stators one and two changed the overall characteristic

only slightly and did not effect the in-stall characteristics

of stages four through eight. However, stage nine and

especially stage ten's in-stall characteristic dropped to a

lower pressure level as a result of opening the variable

geometry vanes and stators. The 10th-stage pressure
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characteristic presented by Copenhaver is shown in Fig. 9 and

will be extensively studied in the sections that follow.

Copenhaver further showed that the 10th-stage in-stall

pressure coefficient was at a negative level for all speeds

and operating points, something not observed in previous high

or low-speed machines. Copenhaver has proposed that at

certain speeds while the overall compressor was in rotating

stall, low pressure rise in the front and middle stages and

high temperatures due to the stalled flow resulted i .low

density air entering the rear stages which in turn produced

choked flow conditions. It was this choked flow that

prolonged the recovery of the compressor as the flow needed to

unchoke before the compressor could recover. From this

Copenhaver concluded that the compressor operating in stall is

very similar to conditions found when starting multistage,

high-speed compressors.

Extended starting theory. Recently, O'Brien and Boyer

[17] developed the extended starting theory of compression

system recovery hysteresis from a combination of the stage

interaction ideas of Benser [15], the experimental data of

Copenhaver [1], and a compressor system model developed by

Davis [4]. O'Brien and Boyer proposed that the flow patterns

found during rotating stall at mid-range (50 to 80 percent

design corrected) speeds were similar to those of a failed

compressor start, namely, stalled front stages, choked rear
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stages, and recovery hysteresis. The extended starting

region, shown in Fig. 10, implies non-recoverable stall

problems at speeds within the compressor's normal operating

range.

The significance of the extended starting explanation of

compressor recovery hysteresis was realized when means of

improving recovery behavior were examined. O'Brien and Boyer

proposed that a compressor operating in an extended starting

state (stagnation stall) should experience improved recovery

behavior through measures which encouraged starting. By

applying a stage-by-stage mathematical model to the CRF 10-

stage compressor [5], O'Brien and Boyer showed that properly

applied bleed flows and variable geometry did improve the

recoverability of the compressor. They also concluded that

stability and in-stall compressor operation were related to

the details of stage design and matching, as well as overall

turbine engine system considerations.

Summary

The literature reviewed has shown that there are

significant differences between the in-stall operation of low-

speed, low-pressure-rise compressors, and high-speed, high-

pressure-rise, multistage compressors. Since current stall

cell and in-stall characteristic models are based on low-

speed, low-pressure-rise compressor experimental data, caution
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should be used when applying these models to high-speed,

multistage compressors.

In order to develop models that apply to high-speed,

multistage compressors, a better understanding of rotating

stall cells and in-stall characteristics are needed. The CRF

compressor test provided such a oppoctunity. This report will

focus on increasing the understanding of stall cells and in-

stall characteristics at the 10th stage of the CRF test

compressor and how they were effected by discharge throttle

levels and variable vanes. In addition, the results obtained

from this effort will be compared with the most advanced

theories developed by Koff, Davis, and Greitzer [13] and

O'Brien and Boyer [17]. As more is learned about rotating

stall in high-speed, multistage compressors, models can then

be developed to predict in-stall compressor behavior.
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III. TEST ARTICLE DESCRIPTION

CRF Compressor

The data analyzed in this work were obtained during

testing of a refurbished compressor taken from a modern

aircraft gas turbine engine removed from service. The test

compressor was a 10-stage, axial-flow compressor with a design

pressure ratio of 8.3, a design corrected speed of 10,913 rpm,

and a design corrected mass flow of 54.44 ibm/s (24.69 kg/s) .

The overall test article as shown in fig. 11, consisted of the

inlet case, the high-pressure compresscr, the diffuser, and

the combustor section from the engine.

The stages of the compressor were defined in a stator-

rotor combination rather than the conventional rotor-stator

definition. This was done because the total temperature,

total pressure, and the majority of the static pressure

instrumentation was located at the stator leading edge.

Figure 12 shows the inlet guid vane (IGV), rotor, and stator

layout of the CRF compressor.

The compressor had variablc geometry devices in stages 1,

2, and 3. The IGV's and stators 1 and 2 were connected to

sync-ring assemblies to allow for variation in vane stagger

angle. The position of the IGV's and stators were measured by

potentiometers and could be varied independently of each

other.
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A description of the buildings, rooms, and computer

systems comprising the CRF is provided in Appendix A.
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IV. COMPRESSOR INSTRUMENTATION

To measure the performance of the CRF compressor, total

pressure, static pressure, and total temperature

instrumentation were positioned at inlet, interstage, and exit

locations. Since this report deals with phenomena observed at

the tenth stage and exit of the compressor, only

instrumentation at those positions is detailed in this

section. For a complete description of all the

instrumentation, reference 1 should be consulted.

Pressure measurements for the CRF test were acquired with

frequency responses of 200 Hz (high-response), 70 Hz (close-

coupled), or 0.5 Hz (time-averaged) . Temperature measurements

were acquired at 5 Hz (high-response) and 0.5 Hz (time-

averaged). High-response measurements were used to analyze

unsteady pressure variations observed during compressor in-

stall operation. Time-averaged measurements were used to

characterize the steady unstalled and quasi-steady, in-stall

compressor performance. Details of the data acquisition

methods used to measure the pressures presented in this report

are provided in Appendix B. The type and location of the

instrumentation is presented below.

Stage 10 Instrumentation

Figure 13 shows stages 8 and 9 and the discharge section

of the test compressor. Time-averaged total pressures were
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measured at each stage from kiel head probes located at five

d. zdiai cent-. -;f equa± annuius area. The probes

were located on the leading edge of the stators: three on one

blade and two on the adjacent blade in stage 10 as shown in

Fig. 14.

Both time-averaged and high-response static pressures

were obtained from outside diameter wall taps at stator

leading edges. As shown in Fig. 14, the 10th stator leading

edge had three high-response and two time-averaged static

pressure taps at different circumferential locations. The

10th-stage trailing edge also had one inside annulus time-

averaged static pressure tap.

Time-averaged total temperatures were measured at each

stage with the layout of thermocouples similar to that of the

total pressure probes (see Fig. 14).

Discharge Instrumentation

Instrumentation at the exit of the compressor was

positioned at two axial locations as shown in Fig. 13.

Circumferential locations of the exit instrumentation are

given in Fig. 15. The time-averaged and high-response static

pressure taps were located at the annulus inner and outer wall

1 inch forward of station 3.0. Time-averaged total pressure

and total temperature measurements were taken at station 3.0

and were once again positioned at five radial centers of equal

annulus area (see Fig. 15).
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High-response total pressure and close-coupled total

temperature measurements were made from a device called a Mach

probe shown in Fig. 16. The Mach probe was located at station

3.0. Each Mac! probe measured one upstream pressure, one

downstream pressure, and one total temperature. The location

of these probes is shown in Fig. 15.

Flow Instrumentation

Compressor discharge flow rates were measured by a

calibrated 19-inch %_at diameter flow venturi located

approximately 100 ft (25 pipe diameters) downstream of the

compressor exit.
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V. TIME-AVERAGED DATA REVIEW

This section will present efforts made to validate and

quantify the differences observed in the test compressor's

stage, time-averaged, in-stall pressure characteristics. This

was done to define stage characteristic changes that required

further detailed high-response stall cell investigations.

In-Stall Pressure Characteristics

The pressure characteristics of the test compressor were

a plot of the nondimensional pressure and flow coefficients at

constant rotational speeds. The pressure coefficient (') and

the flow coefficient ((D) used in plotting, analyzing, and

modeling the compressor data were defined as [4]

T PR Y - li (N !V ) design 
( )

(N/X) actual]

[ WVT [ (N/VF) design] (2)

PA (N/V) actual
0.5318
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where

o = Tt/Tr. f

PR = pressure ratio,

y= ratio of specific heats,

N = rotor speed,

Tt =total temperature,

Tr.f = standard day reference temperature,

W = mass flow,

A = area.

Performance characteristics may be defined for a single,

compressor stage, a group of stages, or for the overall

compressor. Performance characteristics relate the pressure

ratio, temperature ratio, and efficiency to the flow through

the stage or compres'or. The coefficients that make up a

characteristic may be defined in different ways [2]. A stage

pressure characteristic plotted from equations 1 and 2 is a

single curve for a given aerodynamic design and is

theoretically independent of compressor speed effects. The

pressure characteristics of the data showed how each stage

operated for different mass flows. If the aerodynamic design

of the stage was changed by variable geometry, the pressure

characteristic would be expected to change also. However, the

10th-stage in-stall pressure characteristic varied without a

change in the geometry of the stage as reported by Copenhaver

(3]. This requires an explanation.
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During rotating stall operation, the stage of a

compressor is subject to segments of stalled and unstalled

flow. Each of these flows is assumed to have a unique

pressure characteristic, as in parallel compressor theories.

The in-stall pressure characteristic of the CRF compressor was

actually based on time-averaged measurements of the pressure

rise genexLaL in the stalled and unstalled segments of the

stage as it operated in rotating stall. Thus, in accordance

with the above assumption, to say that the 10th-stage in-stall

pressure characteristic changed means that the time-averaged

pressure rise representing the stalled and unstalled pressure

characteristic was different, not the pressure characteristics

themselves.

Test Article Variables

During the CRF test, some changes .,re made to the test

article to observe effects on compressor operation. Changes

included variable geometry, combustor volume, and start bleed.

The CRF record of test variables at the 75-percent speed data

points showed the combustor volume to be "nominal" (nominal

was defined as the design condition for any test variable) and

the starc bleed to be closed for both variable geometry

settings of nominal and +7'. A setting of +70 represented a

70 opening in IGV, stator 1 and stator 2 stagger angle. Thls,

changes observed by Copenhaver [3] for the 75-percent speed
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in-stall pressure characteristics could only be attributed to

changes in the variable vanes.

60-Percent Speed Data

Variable geometry effects were also analyzed at CO-

percent speed with the combustor volume and start bleed held

constant as described above. Pressure characteristic plots

showed that the 9th and 10th-stage in-stall pressure

( iaracteristics did vary when the variable vanes in stages 1

through 3 were changed from nominal to +70 stagger in the same

manner as observed at 75-percent speed.

Pressure Characteristic Changes

To further quantify the changes in the in-stall stage

characteristic as a result of stagger angle changes in stages

1,2, and 3, least-square curve fits were applied to the in-

stall, time-averaged quasi-steady operating points taken

during the CRF test. Plots of these curve fits are given in

Appendix C as Figs. C-I to C-10. Using the curve fit

equations, the pressure coefficients for nominal and +/'

stagger on IGV's and stators 1 and 2 (designated hereafteL as

+7 variable vane or +7W) settings were calculated over each

stage flow coefficient range and compared. Figure 17 shows

the absolute difference between the nominal and +7VV in-stall

pressure coefficients (T,,, -'P7v) for all stages.

A look at the magnitude of absolute pressure coefficient

difference in the variable geometry stages was helpful in
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determining the significance of measured changes in stages 4

through 10. From Fig. 17, stages 2 and 3 had a maximum

difference of 0.0127 and 0.0163 respectively. The maximum

difference for stages 4 through 9 was 0.005 or less. The

maximum difference for stage 10 was 0.0140, which was of the

same magnitude as the changes observed in stages 2 and 3.

This indicated a significant change in the 10th-stage in-stall

characteristic due to stagger angle changes in stages 1

through 3. These results added additional support for further

investigations into the 10th-stage, time-resolved, in-stall

performance to help explain the observed changes in

characteristics.
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VI. HIGH-RESPONSE DATA REDUCTION AND CALIBRATION

In order to analyze the high-response pressures recorded

during the CRF test, the measured voltages were digitized and

converted to engineering units. This was accomplished in two

steps as outlined below.

Data Reduction

During the CRF test, numbers were assigned to every

steady and quasi-steady operating point (or data point).

Along with these data, high-response pressures were recorded.

Time-averaged data points were acquired for each steady and

quasi-steady operating condition during the CRF test. Figure

18 shows operating points plotted as pressure coefficient

verses flow coefficient in the 10th stage. Nine in-stall

quasi-steady operating points and three unstalled steady

operating points were digitized from the high-response data.

The frequencies on the 28-channel FM tapes were converted

to digital voltages and placed on 9-track digital tapes at the

NASA Langley Research Center Central Data Transcription

Facility (CDTF). Since the analog tapes were continuously

recording high-response pressure data during the CRF test,

time intervals were defined to be digitized corresponding to

the absolute time that the time-averaged data points were

obtained. At the CDTF, anti-aliasing filters were set at 200

Hz, the sampling rate was adjusted to 1000 samples per second,
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and the start and stop times of the digitization were recorded

at an accuracy of J.1 msec.

The format of the CDTF tapes was then modified to a CRF

Standard Format Tape (SFT) . This organized the data in a way

that allowed plotting and other post-processing software

available at the CRF to be used when analyzing the data.

Pressure Calibration

The next step was to calculate time-resolved pressures

from the digitized voltages. This was accomplished by

obtaining a calibration equation relating high-response

pressure channel voltages to corresponding time-averaged

pressure measurements acquired during the CRF test. Figure 18

shows the pre-stall and recovery steady operating points used

for the calibration. Two steady operating points were used

rather than three because no appreciable increase in accuracy

was gained with a quadratic equation due to the linear nature

of the high-response pressure transducers.

To obtain the calibration voltages, 30 scans of the

desired high-rasponse channel were averaged. The standard

deviation was also calculated and any scans outside the

average plus or minus two standard deviations (95-percent

confidence level) were discarded. The standard deviations for

the channels calibrated were between 0.18 and 0.43 percent of

the mean voltage.
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The high-response pressures were calibrated to time-

averaged pressures measured during steady-state operating

conditions at the same radial immersion and as close

circumferentially and axially as available. Details of the

channel calibrations are given in Section VII.

Knowing the two pressures and their corresponding

voltages, coefficients A and B of the linear equation

Pressure = A + B(Volts) (3)

were calculated. This equation was then used to calculate the

in-stall, high-response pressures.
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VII. PRESENTATION OF RESULTS

High-response total pressure, static pressure, and Mach

number were calculated at station 3.0 of the test compressor

for each of the in-stall, quasi-steady operation points shown

in Fig. 19. This section will present these data and define

the principles used to obtain them.

Mach Probe High-Response Pressure Calibration

The data presented in this section were obtained by

calibrating the high-response pressures measured by the

station 3.0 Mach probe as outlined in Section VI. The

calibrations were made against standards defined as steady-

state measurements obtained at steady operating conditions,

following the procedure defined in Section VI. This type of

calibration was required to minimize the sensitivity and

offset drift effects of the high-response transducers.

The forward-facing pressure probe measured a total

pressure and was calibrated to a time-averaged total pressure

at the same radial and axial location, and the nearest

circumferential measurement station. The locations of the

time-averaged pressures used for the calibrations are shown in

Fig. 20. When the axial flow past the Mach probe was in the

positive direction, the rear-facing probe measured the

pressure in the wake of the Mach probe. This pressure was

calibrated to a time-averaged static pressure. Since the wall
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static pressures were measured 1 in. forward of station 3.0

(see Fig. 13), the time-averaged static pressures at station

3.0 were determined assuming an isentropic expansion of the

flow from the wall static location to station 3.0.

Calibration Errors

Because the steady-state compressor total and static

pressure measurements were used as a calibration standard,

their associated uncertainties were added as bias error to the

high-response measurements. The bias errors of the steady-

state measurements (± 0.5 psi) were higher than would be

"e .rea for a calibration standard. They were deemed

acceptable as an alternative to utilizing bench calibrations

of the high-response transducers, and not knowing how much

drift in offset and sensitivity occurred after installation of

the transducer. Comparison of the bench calibration to those

obtained from steady-state measurements indicated a drift

occurred after installation. This drift was approximately 1

psia for the total pressures and 0.3 psia for the static

pressures in the range of pressures measured.

Regardless, the errors associated to bias were not a

major concern, as the primary emphasis of this report was to

determine relative changes in the stall cell characteristic to

throttle and stator vane stagger angle cbannes. Precis4on

errors for the high-response pressure transducers and

associated electronic equipment were determined from a review
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of multiple bench calibrations, manufacturer's specifications,

and multiple scans of data during steady operating conditions.

This review indicated approximate expected error in precision

of ± 0.15 psia in the range of measurements obtained.

Ensemble Averaging

An ensemble averaging method was used to remove

randomness from the high-response pressure measurements.

Reference 18 explains the principles and applications of

ensemble averaging. A single time history representing a

random phenomena is defined as a sample function (or a sample

record when observed over a finite time interval) . The

collection of sample functions which forms a random process is

called an ensemble. To obtain an ensemble average, the

functions of the sample records are summed and divided by the

number of samples. For the high-response pressure

measurements, 15 sample records each 0.06 second in duration

were collected and averaged together. This averaged time

history corresponded to 3 to 3.5 cycles of the periodic

pressures measured.

High-Response Pressures

The Mach probe total and static high-response pressures

at station 3.0 for data point 1193 are shown in Fig. 21. The

pressures for all other data points are presented in Appendix

D as Figs. D-1 to D-10. Because of the format of the CRF data

and the ensemble averaging method used, all plots of ensemble
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averages were normalized with a time axis from 10.00 to 10.06

sec. Phase relationship between total and static pressures

for a given quasi-steady operating point was maintained.

The high-response pressure plots showed the cyclic nature

of the stall cell and tae magnitude of the total and static

pressure variation at station 3.0 in the CRF compressor while

operating in rotating stall.

High-Response Axial Mach Numbers

Axial Mach number time histories were determined

utilizing the ensemble averaged high-response total and static

pressur:!s from the equation

M {H Y } (4)

where

M = Mach number,

Pt= total pressure,

P = static pressure,

y = ratio ot specific heats.

For this calculation, the ratio of specific heats was assumed

to be a constant determined from the time-averaged total

temperature. For air temperatures below 1800'R (10000K), y has
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been shown [19] to be a function of static temperature. Time-

resolved static temperature could not be determined at station

3.0 of the test compressor, therefore y was estimated from the

time-averaged total temperature measured from the thermocouple

on the Mach probe. For the flow velocities and time-averaged

total temperatures (from 770 to 980°R (427.8 to 544.5°K)) at

station 3.0, the difference between the total and static

temperature were not enough to change the value of y enough

(less than 25) to affect the calculation of Mach number.

With regard to the use of a time-averaged temperature,

little is known about temperature fluctuations during rotating

stall. Na'covska' [20] reported temperature changes in a

multistage, axial-flow compressor operating in rotating stall

to be ± 1 percent of the mean, However, she also observed

that because of the frequency response limitations of her

measurement instrumentation, temperature fluctuations could

have been higher. For the Mach numbers calculated at the exit

of the test compressor, a 2000 difference in temperature

would result in a 0.30-percent difference in Mach number due

to variations in y. Since temperature variations greater than

this magnitude were extremely unlikely, the time-averaged

temperature assumption was considered acceptable.

Reverse flow. Reverse flow was represented by a negative

Mach number. Reverse flow was assumed to be present when the

pressure from the aft-facing probe of the Mach probe was
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greater than the forward-facing probe. The magnitude of the

Mach number was calculated by substituting the rear-facing

probe pressure for Pt and the forward-facing probe pressure

for P in equation 4.

Mach number plots. The calculated high-response Mach

number plots at station 3.0 for each quasi-steady, in-stall

operating point are shown in Figs. 22 to 31. These plots

illustrate how the flow through the compressor exit varied as

a result of the rotating stall cell. Each plot details the

axial Mach numbers of the stalled and unstalled flow and the

apparent transition zones from one to the other at each quasi-

steady operating point.

Annular Representation of Axial Mach Numbers

The high-response Mach number plots presented in Figs. 22

through 31 showed there was a definite region of transition

(for details see Fig. 31) between negative axial Mach numbers

(stalled flow) to the maximum axial Mach number (unstalled

flow). They also showed that this transition region's

circumferential extent varied for different quasi-steady

operating points (compare 148 and 162) . To show how the Mach

numbers varied circumferentially in the compressor annulus at

station 3.0 for a given instant of time at each quasi-steady

point, an annular representation was devised.

Since the high-response axial Mach number curves were

generated from stationary pressure probes, one cycle
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represented 360' of the compressor annulus. Therefore,

figures were generated of axial Mach number ranges as a

function of the test compressor circumference at station 3.0.

Figures 32 to 37 present an annular view of the axial Mach

numbers for all quasi-steady operation points. These figures

were made by taking one cycle from each high-response Mach

number plot and dividing it into ranges of reverse flow, 0 to

49 percent, 50 to 69 percent, 70 to 79 percent, 80 to 89

percent, and 90 to 100 percent of the peak Mach number

calculated at station 3.0 for that cycle.
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VIII. DISCUSSION OF RESULTS

Analysis of the figures showing the axial Mach number

distribution while operating in quasi-steady rotating stall

provided many interesting insights into the rotating stall

behavior of the test compressor. These figures detailed how

the rotating stall cell at the compressor exit changed as a

function of throttle and variable vane stagger angle setting.

Characteristic Reqions and Rotating Stall Flow Zones

To organize the results of Figs. 32 to 37 and apply them

to the 10th-stage in-stall pressure characteristic, the

rotating stall flow was separated into four zones and the in-

stall characteristic was divided into three regions.

The four flow zones were defined based on ranges of axial

Mach number. Figures 22 to 31 showed that although there was

a definite transition between reverse and unstalled flow,

clearly defined transition zones did not exist. With the

exception of operating points 1195 and 1193, the test data

showed continuous changes of the axial Mach number between

reverse flow and the maximum Mach number for a cycle. Because

of this, rotating stall flow zone definitions based on low-

speed obaervations [13] were not applicable. For this effort,

the following arbitrary method was used to define the

different rotating stall flow zones. Reverse flow was one

zone, 90 to 100 percent of the maximum axial Mach number was

defined the fully unstalled zone, and the leading and trailing
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edge transition zones at the leading and trailing edge of the

reverse flow region were made up of the remaining 0 to 89

percent of the maximum axial Mach number.

The 10th-stage in-stall pressure characteristic was

divided into three regions as shown in Fig. 38. From the

initial in-stall point to the point where the slope of the

characteristic changed from negative to positive was defined

as the negative-sloped hysteresis region. The positive sloped

portion of the in-stall characteristic was defined the

positive-sloped recovery region, and the region to the left of

the initial in-stall point was defined as the reduced throttle

region. Changes in flow zone sizes will be correlated to the

specific regions on the 10th-stage characteristic.

A review of Fig. 13 shows that the 10th stage and station

3.0 were separated by the 10th stator and an axial distance

with area change. Although the magnitude of Mach numbers will

change between the exit of stage 10 and station 3.0, an

important assumption made in this report was that the axial

Mach number distribution percentages presented in Figs. 32 to

37 were constant between the two locations.

Nominal In-Stall Pressure Characteristic

Figure 39 shows the axial Mach number distribution for

quasi-steady operating points 1227, 1259, 1193, 1195, and

1267. Figure 39 also shows the relative position of the

operating points to on the in-stall characteristic as
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presented in Fig. 38. These data points detail the in-stall

characteristic from the initial in-stall point to the near

recovery point for the variable vanes set at their nominal

value.

This figure suggests that for the axial Mach number

distribution in the negative-sloped hysteresis region of the

in-stall characteristic, the reverse flow and leading edge

transition zones were nearly constant. Table 1 shows the zone

sizes for all quasi-steady operating points. The reverse flow

zone in this region of the characteristic ranged from 13 to 15

percent of the compressor station 3.0 annulus. The leading

edge transition zone varied fro&a 12 to 14 percent of the

compressor annulus. The trailing edge transition zone changed

significantly. It ranged from a maximum value of 48 percent

at the initial in-stall operating point to a minimum of 14

percent at operating point 1193. From these data, it can be

concluded that changes in throttle primarily resulted in

changes in the stall cell trailing edge transition zone size.

For operation in the positive-sloped recovery region of

the in-stall ;ressure characteristic, the leading edge

transition zone increased to 24 percent and the reverse flow

zone disappeared. This suggested that these zones did not

change until the test compressor was operating in the

positive-sloped recovery region. It would appear that the
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reverse flow zone diminished along the positive sloped in-

stall pressure characteristic until it no longer existed.

+7 "V In-Stall Pressure Characteristic

The axial Mach number distribution for all the +7 VV

quasi-steady, in-stall operating points are presented in Fig.

40 which also shows their relative position to each other on

the in-stall characteristic as presented in Fig. 38. Quasi-

steady data points 135, 160, and 162, were in the negative-

sloped hysteresis region. Table 1 shows the different zone

sizes for the +7 VV characteristic. For operating points 160

and 162, the reverse flow zone and leading edge transition

zone were constant with values of 5 and 17 percent of the CRF

compressor annulus respectively. However, the initial in-

stall operating point had a larger reverse flow zone of 13

percent and a slightly smaller leading edge transition zone of

14 percent. Figure 40 indicates that while operating in the

negative-sloped hysteresis region of the characteristic, the

trailing edge transition zone decreased in size. As the

throttle was opened, this transition zone varied in size from

51 percent at data point 135 to 26 percent at data point 162.

The primary feature of the axial Mach number distribution

in the reduced throttle region was a large increase in the

size of the reverse flow zone from 13 percent to 32 percent of

the CRF compressor annulus. The leading edge transition zone

appeared to remain constant as was nearly the case for all

83



0 w
10

0000

0 -c

0 Uzi

F- - j WU)6

0 Ix 0

/> w

zz 14

~13

U) cr z

84



quasi-steady in-stall operating points. The trailing edge

transition zone size decreased in the redi)ced thrott region

from 51 percent to 39 percent.

Comparison of Nominal and +7 VV In-Stall Pressure

Characteristics

One purpose of this report was to understand moie about

the differences observed between the noninal and +7 VV 10th-

stage, in-stall pressure characteristics cf the CRF

compressor. To help accomplish this, pairs of operatIng

points - one nominal and one +7 VV - were digitized based on

similar flow coefficients. The data chosen for comparison

were in the negative-sloped hysteresis region of the in-stall

preasure characteristics. It was in this region that the

changes between the nominal and +7 VV characteristics were

notea. As shown in Fig. 38, the pressure characteristics

differed very little in the reduced throttle region.

The axial Mach number distribution for data obtained at

the initial in-stall location for nominal and 47 VV

configurations were nearly identical. Significant changes

were not observed in the distribution of axial Mach numbers

until the throttle was increased as quasi-steady operating

points 1259 and 160 indicate. For operating point pairs 1239

and 160, 1193 and 162, and 1195 and 166, the reverse flow and

leading edge transition zones did not vary appreciably with

throttle changes but did vary with changes in variable vane
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stagger angle setting. The reverse flow zone was smaller and

the leading edge transition zone was slightly larger on the +7

VV in-stall pressure characteristic than on the nominal. It

appeared that these changes corresponded to the divergence in

the +7 VV pressure characteristic from the nominal pressure

characteristic as was noted in Fig. 38. This would explain

why the flow zones for the initial in-stall operating points

1227 and 135 were similar while the other pairs on the

negative-sloped hysteresis region differed. This also

suggests that the nominal and +7 VV data Mach number

dist'r.butions at similar flow coefficients in the reduced

throttle region of the in-stall pressure characteristic were

alike since the in-stall characteristic were similar.

Transition Zone Ratio and Average Transition Zone Size

The control volume model [13] of Koff, Davis, and

Greitzer also presented transition zones and postulated their

importance in determining the rotatin- stall operation of a

multistage, low-speed, axial-flow compressor. A few

principles and conclusions of the Koff control volume model

are presented below and compared to the data presented in this

report.

1. The change in axial velocity divided by blade speed
(C,/U) from the fully stalled to unstalled flow was
defined to exist in transition zones.
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2. Transition zones were assumed constant for a given
speed line, and the amount of stalled or unstalled
flow changed along the speedline.

3. As the ratio of leading edge to trailing edge
transition zone ratio (TT,/TLE) increased, the
pressure coefficient decreased for a constant
average transition zone size.

4. As the average transition zone size [(TTS + TLE)/2]
increased, the pressure coefficient increased for a
constant TTE/TLE ratio.

Althoiugh the model of reference 13 was presented for a

multistage compressor, the above principles will be applied to

the observed 10th-stage behavior of the test compressor.

When comparing the results of the test compressor with

the control volume model, it is important to remember that the

transition zones in the test compressor were based on Mach

number ranges while those defined in [13] were based on C./U.

The main difference between these two definitions was that a

transition zone based on Mach number does not include the

effects of temperature variations in the annulus during

rotating stall operation.

The control volume model assumed that TTZ/TL and T.vg were

constant for a given speed line. The authors of [13] stated

that these assumptions were based on very limited data. Data

obtained from the test compressor showed that TTB/TLE and Tvg

defined by Mach number distributions did change along a speed

line. Table 2 presents values of TTZ/TL, and Tv for all quasi-

steady in-stall operating points analyzed in this report. For
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Table 2. TTE/TLE and Tavg for Nominal and

+7 VV Operating Points

OPERATING
POINT TTE/TLE Tavg (%)

1227 3.7 30.5
1259 1.4 14.5
1193 1.0 14.0
1195 0.7 15.0

148 3.0 26.0
135 3.6 32.5
160 2.4 29.0
162 1.5 21.5
166 2.1 26.0
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the nominal in-stall pressure characteristic, T.vg varied from

30.5 percent to 14 percent of the compressor station 3.0

annulus and TrE/TLE varied from 3.7 to 0.7. On the +7 VV

characteristic, T.,9 ranged from 32.5 percent to 21.5 percent

of the compressor annulus and TTE/TLE changed from 3.6 to 1.5.

The control volume model predicted that for a constant

T.vg, as the ratio TTE/TLF increased, the in-stall pressure

characteristic dropped to a lower pressure coefficient level.

When T!./T2 was held constant and T,8 g decreased, the in-stall

pressure characteristic decreased. Since both Tz/TLz and T.,g

changed between the nominal and +7 VV in-stall pressure

characteristics, comparisons of the.-Re predictions could not be

made. However, if T.,g were assumed constant, the trend of a

lower pressure characteristic with increases in TT/TLE would

be seen in the data analyzed.

Such differences between the control volume model and the

test compressor may be explained in different ways. One

possible reason is the difference in transition zone

definitions. As explained above, the transition zones of (131

were based on velocities and were clearly discernable. The

transition zones of the test compressor were arbitrarily

cnosen based on axial Mach number ranges due to the continuous

changes observed in the rotating stall cell. Howver, it does

not seem that this would cause such large differences as those

observed between the test compressor and the control volume
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model. A more likely reason was that the test compressor was

a high-speed, high-pressure-rise, 10-stage compressor and the

control volume model was based on low-speed, low-pressure-rise

compressor observations. As discussed in the literature

review, many differences have been observed between the two

types of compressors.

The quasi-steady, ix,-stall operating points of the

negative-sloped hysteresis region gave some insights into how

the pressure coefficient of the nominal and +7 VV in-stall

characteristic varied as TTZ/TLp and Ta,, changed. Comparing the

initial in-stall operating points (135 and 1227) showed that

Tz/TL, and T.,g were almost the same for both operating points

(see Table 2). This is why the difference in pressure

coefficient was small between these two operating points.

Analysis of all other nominal and +7 VV quasi-steady, in-

stall operating points in the negative-sloped hysteresis

region showed that differences in TTz/TLZ and T,,, resulted in

different values of pressure coefficient for a similar flow

coefficient. Table 2 shows that Tz/Tx and T,,q were greater

for the +7 VV in-stall characteristic compared to the nominal

characteristic at similar flow coefficients.

These results indicated that the lower in-stall pressure

coefficients of the +7 W characteristic corresponded to

incrza.ed values of TTZ/TLz and T.v. Although the assumptions

and predi .i'na of the Koff control volume appear not to agree
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with the 10th-stage test compressor data, the idea that

transition zones are an important part of dehermining the

pressure coefficient was observed and is very significant.

Application of Results to the Extended Starting Theory and

Recovery

In the extended starting theory [17] presented in Section

II, O'Brien and Boyer stated that rotating stall flow patterns

in the extended starting region (see Fig. 10) were

characterized by stalled front stages, choked or otherwise

blocked rear stages, and recovery hysteresis. From the

results of this report, it appears that the negative-sloped

hysteresis region shown in Figs. 39 and 40 can describe the

rotating stall flow associated with recovery hysteresis in the

extended starting region. Figures 39 and 40 suggest that

recovery hysteresis and reverse flow in the stall cell are

related. The positive-sloped recovery region described in

this section shows that as the amount of reverse flow in the

compressor annulus is reduced, the stage will begin to

recover. From a recovery viewpoint, the smaller the negative

sloped hysteresis region of the compressor, the easier the

compressor will recover.

Studies on compressor recovery [13] have shown that in-

stall characteristics with higher pressure coefficients and a

positive slope improve the recoverability of a compressor.

For this tebL eumpressor, increasing the variable vane stagger
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angle 70 resulted in a lower in-stall 10th-stage pressure

characteristic which hindered recovery. It would be very

beneficial to observe the in-stall pressure characteristic

response to decreasing the variable vane stagger angle.

Unfortunately, due to time constraints, this was not done

during the CRF test.
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IX. SUMMARY AND CONCLUSIONS

As the demands on gas turbine engines used in high-

performance aircraft increase, the ability to understand and

predict off-design operation encountered by the compressurs of

these engines has become very important. Because of the

recoverability problems associated with rotating stall, much

attention has been given to this area of off-design research.

The majority of models developed to understand rotating

stall cells and in-stall characteristics are based on low-

speed, low-pressure-rise, l-to-5-stage compressor experimental

data. These models have provided some important insights into

rotating stall cells, but have not been able to explain very

well the rotating stall operation of high-speed, multistage

compressors.

This report has analyzed data from a high-speed, 10-stage

compressor in an effort to better understand rotating stall

operation in high-speed, multistage compressors. High-

response pressure measurements taken at the exit of the CRF

compressor in analog form were digitized and calibrated to

give the total and static pressures for different discharge

throttle and variable vane settings. These pressures were

used to calculate and show the axial Mach number distributions

associated with rotating stall operation. Observations made

from figures showing the axial Mach number distribution at the
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compressor exit were then compared with the most recent

rotating stall theories; namely, the control volume model [13]

and extended starting theory [171.

From the test compressor data analyzed in this report,

some interesting and important qualitative insights have been

gained about rotating stall cells and in-stall

characteristics. Conclusions made from this analysis are

presented below.

1. Significant transition zones were found to exist at

the exit of the test compressor during rotating stall

operation, and these transition zones were related to the in-

stall pressure coefficient of the compressor. The change in

in-stall characteristic observed by Copenhaver [3] was real

and was accompanied by a change TTZ/TLz and T.,g as defined in

Section VIII.

2. The in-stall pressure characteristic was separated

into three regions: the reduced throttle region, the negative-

sloped hysteresis region, and the positive-sloped recovery

region. The rotating stall flow was divided into four zones

based on axial Mach number: the reverse flow zone, the fully

unstalled zone, and leading and trailing edge transition

zones.

The reduced throttle region was characterized by large

amounts of reverse flow, and the negative-sloped hysteresis

region by a constant reverse flow zone and leading edge
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transition zone. The trailing edge transition zone decreased

in this region as the flow coefficient increased. In tne

positive-sloped recovery region, the reverse f] -w zone

disappeared.

3. The control vo±ume model does not appear to apply to

the 10th stage of the test compressor. The transition zones

of the control volume model were easily defined while those of

the test compressor were not. Both TTZ/TLE and T.,g increased

as the pressure coefficient decreased whereas the control

vclume model predicted To,9 to decrease as the pressure

coefficient decreased. Furthermore, TTE/TE and T.,9 were not

constant for a given speedline as assumed in the control

volume model, but varied with discharge throttle setting.

The control volume model did state the importance of

transition zones in determining the in-stall pressure

coefficient which was validated from the test compressor data.

4. Pesults from this report support the extended

starting theory. This report suggests that a compressor

operating in the extended starting region operates on the

negative-sloped hysteresis region of its in-stall

characteristic. Furthermore, the smaller the negative-sloped

hysteresis region of the in-stall charact-ristic, the smaller

the extended starting region.

5. Results of the CRF test showed that increa ing the

stagger angle of the variable vanes drove the 10th stage to
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lower values of pressure coefficient. For a similar flow

coefficient, a decrease in pressure coefficient was

accompanied by a increase in TTE/Tg and Tong.
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X. RECOMMENDATIONS

From the results and insights gained on rotating srall

behavior of the 10th stage of the CRF compressor, the

following recommendations are made.

1. To obtain an even more thorough understanding of the

trends in axial Mach number distribution along the different

in-stall characteristic regions of the 10th stage, additional

quasi-steady data points should br digitized. Figure 18 shows

that operating points are available that would give additional

information at each in-stall pressure characteristic region.

2. Another interesting possibility which was not

possible in the CRF test is to obtain data which can be used

to show if and how the axial Mach number distribution changes

from hub to tip in a high-speed, multistage, axial-flow

con -,ressor. Additional insights into the effect of transition

zones may be obtained from a spznwise analysis.

3. It is recommended that a study be carried out to

investigate any axial variations in the motatini stall cell of

the test compressor. When the variable vane stagger angle was

increased, the stage-10 in-stall characteristic changed

significantly, the stage-9 in-stall characteristic changed

only slightly, dnd stages 4 through 8 in-stall characteristic

did nut change at all. This suggests that there were axial

variations in TTE/"'LE and T....
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4. More high-speed, multistage compressor tests similar

to that of the test compressor should be carried out. In

addition, to better understand rotating stall flows, intra-

stage measurements should be made in these future tests. This

would allow general features of rotating stall operation in

all high-speed, multistage compressors to be investigated.

5. During other high-speed, multistage compressor tests,

variable vanes should be closed as well as opened so that

knowledge about variable vane effects on recoverability may be

increased.

6. From the results of the CRF compressor test and

future tests, a model using the control volume principles

based on TT2/TLz and T.. should be developed that attempts

predict in-stall characteristics of high-speed, multistage

compressors.
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APPENDIX A: COMPRESSOR RESEARCH FACILITY DESCRIPTION

Appendix A presents the buildings and rooms comprising

the CRF in Fig. A-I and the test chamber in Fig. A-2. The

operation of the CRF is also explained.
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A layout of the buildings and rooms comprising the CRF is

provided in Fig. A-I. The test building housed the computer

and test article control systems, the operations building

contained the test chamber and signal conditioning rooms, and

the electrical power conditioning equipment was located in the

electrical power conditioning building.

The CRF test was controlled from the facility control

room. Commands to carry out the test plan were sent from the

control room via a monitor computer to four control computers

located in the computer room. The control computers provided

input to the electrical power conditioning equipment which

operated the drive motors. The control computer also

controlled hardware that supported the variable geometry

devices of the CRF test compressor.

The CRF compressor was mounted in a 20.0-ft (6.096-m)

diameter test chamber as shown in Fig. A-2. Filtered air was

drawn from the atmosphere into the test chamber plenum through

five inlet control valves. Flow conditioning elements were

mounted in the plenum to reduce free stream turbulence

intensity to levels below 1 percent. The air was discharged

from the test compressor exit throttling valve to the

atmosphere through a discharge collector and discharge ducting

as shown in Figs. A-I and A-2.
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APPENDIX B: DATA ACQUISITION METHODS

Details of the high-response and time-averaged data

acquisition methods are presented in Appendix B. A schematic

of the high-response data acquisition system is provided in

Fig. B-I. Measurement uncertainty is also addressed. *1
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Three different data acquisition methods were used to

measure performance during the CRF compressor test: high-

response, close-coupled, and time-averaged. Data acquired

from high-response and time-averaged measurement methods were

used in this report and will be described in the present

section.

High-Response Pressure Measurements

High-response measurements were used to analyze unsteady

'ressure variations observed during compressor in-stall

operation. These channels had a nominal frequency response of

200 Hz which gave an accurate representation of the in-stall

pressure fluctuations.

A schematic of the high-response data acquisition system

is provided in Fig. B-I. The high-response data were acquired

in analog form and stored on tape through Frequency Modulated

(FM) recording of the voltages. Kulite (model XCQ-150)

transducers were used to convert the pressures to voltages.

These transducers were cooled with a cooling jacket to improve

their durability and stability. Because of the high-response

transducer sensitivity to temperature changes, special

conditioning and recording methods were used to assure data

integrity.

The transducer signals were amplified by Pacific (model

#8255) signal conditioners. The signal conditioners provided

the excitation voltage to the pressure transducers along with
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output signal filtering and amplification during high-response

pressure measurements. The transducer output was filtered 1-y

a two-pole Bessel filter with a -3dB attenuation at the cut:If

frequency of 1 kHz. This assured that the desired frequenr.,

response of 200 Hz was obtained with a minimal attenuation )f

the high-response channels. Further details concerninq the

data acquisition system used during the CRF test, as well as

a discussion on phase shift were presented by Copenhaver and

Worland [21]. The signal conditioners were also DC coupled

which allowed the DC component of the pressure measurement to

be calibrated with a known steady-state pressure. This method

(detailed in Sections VI and VII) was used to obtain absolute

transient pressure levels used in the analysis of test

results.

The high-response data were recorded on three 28-channel

tape recorders (Datatype model #2808). The data were recorded

at a center frequency of 75.6 kHz with a deviation adjusted to

allow a maximum input signal level of 5 volts. Each high-

response channel was assigned to one track of the recorder.

When phase correlation was required, data from the necessary

channels were placed on the same tape drive head stack.

At startup and shutdown on each test day, the CRF

compressor was brought to a fixed speed and pressure ratio.

At this checkpoint, the DC output levels of the high-response

pressure transducers were recorded and used to monitor the
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stability of the transducers. Transducer instability was not

found to be a factor during the CRF compressor test. Another

reason for daily checking of the transducers was that the

transducers required for the higher frequency response were

fragile and not best suited for the test environment. The

checkpoints allowed faulty transducers to be logged and

replaced if possible.

Time-Averaged Pressure Measurements

The time-averaged measurements were used to characterize

the steady unstalled and quasi-steady in-stall compressor

performance. Time-averaged data were acquired through real-

time digitization of measurement voltages and recorded on

digital tape. The close-coupled and time-averaged pressure

measurements used the same transducers, signal conditioners,

and recording techniques. The difference in the two methods

was the number of scans taken to make up the measurement and

the rate of data acquisition.

The digital data acquisition method used Scanivalve model

ZOC-14 (Zero-Operate-Calibrate) pressure transducers. These

transducer3 were maintained at 700 F (21.110 C) with a closed

loop cooling system to control calibration, zero offset, and

sensitivity stability. The transducers were iugged and well

suited for the test environment.

Pressure transducer signals were input to a Preston

(mod,1. 8300-XWBRC) amplifier in order to increase the ratio of
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signal-to-line noise from tI'e amplifiers to the analog-to-

digital (A/D) converters. Each amplifier used a three-pole

Butterworth -Thomson filter with selectable cutoff _requencies

[21] . For time-averaged data, the Butterworth-Thomson filters

were set at 10-Hz. The 10-Hz setting was the minimumn

available and eliminated 60-Hz noise as a possible erronieous

signal.

A time-averaged measurement was defined as the average of

30 samples of each channel taken sequentially at the maximum

rate possible. The time to obtain these 30 samples was 195

Ms. The frequency response of the time-averaged system was

limited by the on-line digitizing rate and the tube length

between the pressure port and transducer.

Measurement Uncertainty

The method used to determine measurement uncertainties

was defined by Abernathy and Thompcon [22]. Bias and

precision errors were combined using the equation

U. = + (D. t 95S . ) (5)

where

B, = bias errors base on calibration of time-

averaged measurements,
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S. = precision errors associated with the

transducer, signal conditioning, and recording

devices,

tgs = student T distribution weighting factor

based on the number of samples taken to make up a

measurement average.

For the 30 samples averaged to make a time-averaged

measurement, t95 was set at 2. The resulting time-averaged

measurement uncertainties were calculated as ± 0.5 psi for

pressure and ± 1.0' for temperature measurements.

Steady and Quasi-Steady Performance Mapping

The time-averaged performance of the CRF compressor was

determined for unstalled (steady) and in-stall (quasi-steady)

operating conditions from the time-averaged data acquisition

method described in this section. Time averaged measurements

were obtained to characterize the test compressor's overall

performance as well as the performance of each of its 10

stages at different compressor operating conditions. To

assure that the test compressor had reached steady-state or

quasi-steady-state equilibrium, a 3-minute delay was imposed

after changing the operating condition of the compressor

before the time-averaged measurements were taken.

Time-Resolved Performance Data

During the CRF compressor test, high-response

measurements were gathered at all times. This was done by
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c:ontinuiously recording the hiqh-response measurements on the

analog tape recorders described earlier in this section. The

time-resolved data recorded during unstalled compressor

operation were used in the high-response measurement

calibration procedure defined in Section VII. This allowed

calibrated values to be calculated for the high-response

measurements taken during in-stall compressor operation.
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APPENDIX C: TEST COMPRESSOR PRESSURE CHARACTERISTIC
LEAST-SQUARE CURVE FITS

The plots of nominal and +7 VV pressure characteristic

least-square curve fits referenced in Section V and used to

calculate Fig. 17 are presented in Figs. C-I to C-10.
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APPENDIX D: HIGH-RESPONSE PRESSURE MEASUREMENTS

Ensemble average total and static pressures measured by

the Mach probe at. station 3.0 of the compressor are given in

Figs. D-1 to D-10 of Appendix D.

125



F-4 00

0

44

0 0- 41

5

'-400-

004

FY4

C; C6
W) w 0t

ciWscl 4)isac

-~ d0106



Lr)

S 4-)

E-4 0

00

13 02

E-1

004

(Visa 0)is a-
020



C0
0

'-4

r-4

4 -)

z 0 0

0 E--0 V4

00- 0

r~rz1

OE--

I ii 4I

0 00

C6 6 4
CQ CU)

(visa) afisU)

120



04

F- 4-)

0

v-4 4.)

04 02

E- m

000

00

0)

0

Q)

- Cz
0 0 0 04

0C

(visa) Haflssa4id
129



0

4-J

U)E-4

z 0 1
0

U) 00

I TI

130



0

-)

4JzE M

110

V)0

~~44

0 0

(visa nfisaa6
130



C4-)

LJ-

000

0

0)

- ; -0

93 C ~ CQ CI a*

(visc) allssao
132



E-4 -

4J

CI)13 00

OE-E-4

0
lii

Qo4

C66
C42 CQ C4

(visa qaflsgg0

133



LO)

E--44

00

CI))
0)

0
0)

0 4

1344



0

4-)

0 0

z 00

CI)SCI 2uis
OE-4 0135

Covenmen PritinpOffie 54-07


